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This is not an installation drawing, please read the relevant manuals before installing and check all cable sizing and fuses.

INSTALLATION NOTES Clrcult volt drop shall not exceed 3% for voltage sensitive

The conpleted Installation shall conply with the standards referenced by
he £U Recreationol Croft Guidlines in particulor IS0 10133 and 150
e plus any opplicable flag state regulation:

EMI/EMC-Interfering equipment and cables shall be Installed to ensure there are
no adverse effects on sensitive equipment and cables,
FIt translent suppression diodes or MOV’s to all relay, contactor ond cluch colts.

VERIFY DIMENSIONS, CABLE SIZES, FUSE & CIRCUIT
BREAKER RATINGS PRIOR TO INSTALLATION.

clrcults and 10% for the remainder,
Twist on type wire nuts, ‘In l|ne‘or~ *T*type wire Joints and
splices shall not be use

| terninators shall be readly accesshle and are to be
nade using ferrules or ring type compression terninals,
Finish each high amperage cabie ternination with self sealing
heat shrink sleeving.
Equipment coble penetrations shall be mode to protect the
cable from chaffing and malntaln the Ingress protection
aP) rating.
Terminations are not to be subjected to mechanical force.

IMPORTANTI = when Installing equipment please read and follow the manufacturers Instructions

Fischer Panda

M/ASTERVOLT

HE POWER TO BE INDEPENDENT

Hybrid DC
Power System

Rev A




